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5/16" x 2" LOCKING BOLT

2 " BOLT

     ( 4 )

2" BOLT

    ( 4 )

4 FT.

5 FT.

4 FT.

OPTIONAL END PLATFORM INSTALLATION
                             ( TWO 1/2" WRENCHES ARE REQUIRED )

 

1) REMOVE SOCKET(s) AND PLACE STRAIGHT AND 

         ANGLED HINGE BAR(s) AS SHOWN.

 

 

2) RE-ATTACH

3) ATTACH ANGLED HINGE BAR.

5 FT.

5/16" HEX NUT

5/16"  LOCK WASHER
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OPTIONAL DOCK CORNER INSTALLATION
       ( BE SURE THAT ALL SET SCREWS HAVE BEEN INSTALLED)

 

1) TIGHTEN OUTSIDE SET SCREWS.

 

2) LOWER LEG WITH PAD TO BOTTOM.

 

3) TIGHTEN SOCKET SET SCREWS.

 

 

4) ADD ACORN PIPE CAP.

         ( SECURE BY HITTING WITH A HAMMER )
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OPTIONAL ALUMIDOCK ACCESSORIES
 
ALUMIDOCK/ALUMIFLOAT BENCH
ADJUSTABLE STRAIGHT LADDERS
MOORING CLEATS
BOATFENDERS


